
Industrial 
Folding 
Funnel IFF

Industrial folding spill 
containment funnel serves as 
a mobile funnel for use in hard 
to reach places. Especially 
suitable for capturing liquid 
from ruptured pipes. It can be 
used by itself or hung on the 
folding stand. Hanging on the 
folding stand is quick and easy.

	q Portable, foldable, light

	q 4 extension corners for hanging 
the funnel

	q Applicable by itself or hung on the 
folding stand

	q Easy maintenance

	q Competitive price

Serves as a mobile spill 
containment funnel for 
use in inaccessible places

Large folding spill containment funnel with a stand
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Examples 
of use

Putting the funnel 
on the hooks in the 
corners of the stand 
is quick and easy

Folded Stand Couplings (from the 
left): C52 aluminium, 
stainless steel, brass

Type Volume (l) Weight (kg) Dimensions (mm)

Large spill containment funnels:

IFF 01 Industrial folding spill containment funnel  C52 – aluminium 140 1,9 790 × 790 × 750

IFF 05 Industrial folding spill containment funnel  C52 – brass 140 2,3 790 × 790 × 750

IFF 06 Industrial folding spill containment funnel  C52 – stainless steel 140 2,35 790 × 790 × 750

Small spill containment funnels:

IFF 07 Industrial folding spill containment funnel D25 – aluminium 10 0,5 300 × 300 × 250

Accessories for large funnel IFF 01, 05 or 06:

IFF 03 Bag for funnel 0,2 580 × 500

IFF 02 Folding stand 9,7 790 × 790 × 1400

IFF 04 Bag for funnel stand 0,15 800 × 200

Accessories for small funnel IFF 07:

IFF 08 Bag for funnel 0,15 400 × 400

Hose with aluminium coupling D25, 5 m long 1,3

C52 Coupling 
(aluminium)

The funnel has 
4 handles for easy 

transport and 
mobility

The stand has 4 extension corners for 
hanging the funnel. This allows the 

funnel to be used in hard to reach 
places, spaces and heights (broken 

pipes, etc.)

Technical details
Material PES, PVC surface, colour red (other colours on request). It is 

resistant to technical liquids, chemicals and all petroleum based products 

such as heating oil, diesel, hydraulic oil, gasoline, etc. (see Chemical 

resistance certificate in the relevant chapter at the end of catalogue).
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